"

L1

)

7247

Dual Triode
With High-Mu Unit and Medium-Mu Unit

9-FIN MIRIATURE TYPE

GENERAL DATA
Electrical:
Heater, for Unipotential Cathodes:
Heater arrangement Series FParellel
Voltage |AC or DCF. . . . . . . . 12.8 6.3+10%8 wolts
Current . . . . . . . . . s . o D151+ 8% 0.3 amp
Direct Interelectrode Capacltances {Approx.J:
Fithout Fith
Externul Extermal
Skyeld  Skieid®
et Mol
Grid to plate . . . . . 1.7 1.7 s
Grid to cathode and heater 1.6 1.8 et
Plate to cathode and heater . . 037 2. ¢ uuf
f'nvE No.z:
Grid to plate . . . . 1.4 1.4 wf
Grid to cathode and heatpr - i.8 z pupf
Plate te cathode and heater . . 0.33 1.5 pepel

Equivalent=Koise and Hum Yoltage (Raferancad to Brid):
Foiues are for it Mo.1

hverage Yalue [RMS) . . e . v« . 1.8 microvalts
Measurcd In "true rmq” unlts undertha fol lowing conditiang:
heater volts = 6.3 ac (parnlie}l connection!, center—tap of
haater transformer connected T ground, do plate supply volts
= 250, plate |cad resistor (megehms) = ¢. |, cathgde resistor
fohmns}l = 2700, cathode-bypass capacitor (plf! - 100, grid
resistor {ohmsl — O, and amplifier covering frequency range
between 25 ang [0, 000 cps

Maximum Yalus [RMS) . .. C e e - . 7 microvolts
Measuered In "true rms“ units under the zame condition= As
for "Averags Value" excapt that tha cathode resistor s
unbypassaed, and grid resjstor imegohmsel = 0.0,

Charactertstice, Clacs II Amal|fier:
tnvt No. ! a1l KNo.a@
Flate ¥oltage . . . . . . . . 100 250 100 250 wvolts

Grid Yoltage., . . . . C e e -1 . 0 -8.5 valts
Amplification Factor. . . . . 100 100 20 17
Plate Rasistance [Approx.). . 80000 62500 6500 7700  obms
Transconductance. . . « o+ 1250 1600 3100 2200 mmhos
Plate Current . . .« .5 1.2 11.8 10.5 M
Grid Yoltage ﬁhpprﬂx } for
o plate pa = 10 . . . . - - - -24  wvolts
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Mechanical:
Gperating Position. . - . . . « v . . . . v . ... firty
Maximum Overall length. . . . . . . . . . . . . ... 2-3f1a"
Maximum Seated length . . 0 . . . . . . L . . . .. 1-15+tm"
Length, Base Scat to Bulb Top (Exciudisg tie]. . 1-9/18" & 3420
Biamelor. 0 0 L . L . L s s e e e e 0.750" to 0,875
Bimensional Outline . . . o & v v & v o . 3 Gemneral Section
Bulb., & v . o o e e e e e e e e e e e N [
Base., . . . . . . . . Small-Button Noval 3-Fin (JEDEC Ho, Eg-t]
Basing Designation for ROTIOM VIEW, . _ . . _ . ., . ... DA
Pin 1=-Flate of Pin & - Plate of
Unit Nn.? Unit Ho.l
Pin 2 -Grid of Pin 7T-0Grid of
Uit Mo, 2 Hnit MNo.l
Pin 3 - Cathode of Fin #- Cathode of
Unit No.2 trit Mol
Pinz 4 &9 -Heater of (2] Pin U—Heater Tap
} Unit Ne.2
- Pins 5& 3 -Heater of
Unit No.l

AMPLAFIER=— Class A
Maxioum Retings, Design-Naximum Folues:
ffeit No.1 ffmit No.wo

FLATE WOLTAGE, . . . . . . ., . 230 max. 330 max.
GR 1D YOLTAGE:
Negative-hias value. . . ., 55 max. 55 max.
Positive-bias value, . . . . 0 max, 0 max.
CATHODE CURRENT. . . . . ., . . - 27 max,
PLAIE DISS|PATION, . . . . . . 1.2 max. S IMAK,

PEAK HEATER-LATHODE VOLTAGE:
Heater negative with

respect to cathode . . . . 200 max. 200 max.
Heater positive with
respect to rathode . . . . 2000 max. 2000 max.

Maximum Clreuit Yaiues:
tmit ¥o.2 [Mmit No.2

GridLircuit Resistapce:
For fixed-bias operation . . 15 max, Q.5 max.
For cathode—bias operation . - 1 max.

volts
valis
vriltg

ma
wattsg

wvolts

volts

meguhms

megohm

. With external anlals JENEL N, 315 connected to cathode of wnit under tast.

The dc component must act axceed 100 wolis,
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